
Southern Super Parts Engine Specifications

Max Cubic Inch 362

Max. Compression 11.5:1  (+.5 whistler tolerance)

Piston Any Flat Top with 927 (no Titanum) wrist pin

Piston cannot extend out of the block

Rings Minimum 1mm x 1mm x 2mm

Connecting Rods Minimum rod journal size 1.850". No piston guided or titanuim rods. Min. rod weight 540 grams

Block Cast Iron engine blocks only. No lightened block.

Bore N/A

Stroke N/A

Intake Ford Part # Edelbrock 2928, 2929 or 2934 only Chevrolet Part # Edelbrock 2814 or 2892 only

No match porting. Slotting of bolt holes/water lines/and matching sides allowed

Crankshaft Min. weight 40 lbs with front timing pully/sprocket. Min. main size Chev. 2.300/ Ford 2.250

Balance Internal

Heads Ford - Brodix Part # SP STS T-1 F Std 225-SSPE. Must retain min. valve angle of 20o 

Chevrolet - Brodix Part # SP STS T-1 Std 227-SSPE. Must retain min. valve angle of 21o 

Multi-angle valve job permitted. No blending of valve job below the seat. Chamber must 

retain shape 3/8" above valve seat. Minimal blending due to multi-valve jobs permitted.

Valves Max size Intake 2.08". Exhaust 1.60". Stem size 11/32". Intake can be titanum or stainless

steel. Exhaust must be stainless steel.

Valve Springs Min. O.D. 1.500". No titanium springs. Titanium retainers permitted. Lock angles not specified.

Camshaft Competition Cam part # 21151712. Camshaft must be installed on 104o intake centerline. +/- 1o

Cam Lobe Lift

Cam Lobe Duration

Lifters Roller Lifters maximum lift of .715" while using 1.6 rockers. No keyway guided lifters permitted

Rocker Arms Maximum 1.6 rocker arms.

Push Rods Magnetic-type push rods only

Oil Pump Max. 5 stage dry sump pump. All stages must be straight tooth or strait rotor with max. 3 rotors.

No high helix pumps permitted.

Oil Pan No sectional pans. Open box pans only. No windage tray, scrapers, etc.

Maximum RPM 7800
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